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Made in polyglass polyester material 
reinforced with fiberglass, red colour. 
The DB/P  insulators types, absolutely 
unbreakable, with high mechanical and 
electrical characteristics, can be used 
even under precarious working conditions 
(high room temperature, in the presence 
of corrosive substance, etc.). The central 
layer sides ease the insulators gripping 
and locking of.

Fabriqués en «polyverre» résine de 
polyester renforcé de fibres de verre de 
couleur rouge.
Les isolateurs DB/P sont incassables. 
Les caractéristiques électriques et méca-
niques  sont particulièrement indiquées 
pour les conditions ambiantes sévères 
(température, agent corrosifs, vibrations,  
etc.). La partie centrale facilite l’agrippe-
ment et le serrage.

Vervaardigd uit «polyglas» polyester 
met glasvezelversterking in rode kleur.  
De DB/P isolatoren zijn onbreekbaar. 
De elektrische en mechanische eigen-
schappen zijn aangewezen bij uiterst 
zware gebruiksomstandigheden (hoge 
temperatuur, agressieve omgeving, 
trillingen, etc.).
Het centrale gedeelte vergemakelijkt het  
grijpen en het vastschroeven.

Art.

Surface flashover 
Surcharge /surface 
Overbelasting opp.  

 
kV (A.C.)

Intern. flashover 
Surcharge intern. 

Inwend. overbelast. 
 

kV (A.C.)

Tensile stress 
Traction 

Trek. 
 

DN

Cantilever stress 
Flexion 
Buiging 

 
DN

Comp. stress 
Compression 

Druk 
 

DN

Twist. stress 
Torsion 
Torsie 

 
DN x m

DB 16/P 3 8 100 50 500 0,4
DB 20/P 4 15 150 60 600 0,4
DB 25/P 7 20 300 180 2100 3
DB 30/P 8 23 500 250 4400 3
DB 34/P 10 30 800 450 6500 5
DB 35/P 10 30 1100 800 8000 9
DB 40/P 10 40 1100 800 8300 10
DB 45/P 12 40 1200 800 8000 10
DB 50/P 12 40 850 450 6800 6
DB 60/P 15 40 1500 800 11700 10
DB 65/P 15 40 1500 700 8300 6
DB 70/P 23 50 2450 950 16600 10
DB 75/P 25 50 2300 900 10000 10
DB750/P 25 50 2800 1500 15000 13
DB100/P 30 50 2950 1550 16700 14,5

Operating Temperature 
Température d’utilisation 
Gebruikstemperatuur

-40°C +130°C

Fire Reaction 
Tenue au feu 
Vuurbestendigheid

Class UL-94 VO 
HL 2 (EN45545-2)

Breaking charge 
Charge de rupture 
Breukweerstand

Tolerance +- 10 %

Water absorbtion 
Absorption d’eau 
Wateropname

< 0,2 %

Arc resistance 
Résistance à l’arc 
Vlamboog weerstand

> 180 sec.

Dielectric strength 
Résistance diélectrique 
Dielectrische weerstand

12 kV/mm

Comparative Trracking index CTI 600

1 DN = ~ 1 Kg

Polyglass standoff - spacing Insulators 
Isolateurs supports polyverre 
Polyglas isolatoren

Article : 

             DB/P

Our standoff Insulators are molded of Underwriters Laboratories Incorporated  recognized 
flame-resistant fiberglass-reinforced polyester molding compound.

Standard insert made in Zinc electroplated steel 
Standard brass inserts made for smallest parts 
On request inserts in stainless steel AISI316L

Photo copyright BINAME
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Polyglass standoff - spacing Insulators 
Isolateurs supports polyverre 
Polyglas isolatoren

Article : 

             DB/P

Article Color F1 F2 H D1 D2 E Service 
Voltage

Tensile 
stress

Flexion 
resis.

Compres. 
stress

Tight. 
torque

DB12/PM3 ● M3 M3 12 10 11 3 220 V 1 Nm 1400 4.00 kg

DB12/PM3-BLK ● M3 M3 12 10 11 3 220 V 1 Nm 1400 4.00 kg

DB12/PM4 ● M4 M4 12 10 11 3 220 V 2 Nm 1400 4.00 kg

DB12/PM4-BLK ● M4 M4 12 10 11 3 220 V 2 Nm 1400 4.00 kg

DB16/PM3 ● M3 M3 16 13 14 4 380 V 100 DaN 50 DaN 500 DaN 2 Nm 700 4.00 kg

DB16/PM3-BLK ● M4 M4 16 13 14 4 380 V 100 DaN 50 DaN 500 DaN 2 Nm 700 4.00 kg

DB16/PM4 ● M4 M4 16 13 14 4 380 V 100 DaN 50 DaN 500 DaN 4 Nm 700 4.00 kg

DB16/PM4-BLK ● M4 M4 16 13 14 4 380 V 100 DaN 50 DaN 500 DaN 4 Nm 700 4.00 kg

DB20/PM4 ● M4 M4 20 15 17 6 500 V 150 DaN 60 DaN 600 DaN 4 Nm 400 1.05 kg

DB20/PM4-BLK ● M4 M4 20 15 17 6 500 V 150 DaN 60 DaN 600 DaN 4 Nm 400 1.05 kg

DB20/PM5 ● M5 M5 20 15 17 6 500 V 150 DaN 60 DaN 600 DaN 5 Nm 400 1.05 kg

DB20/PM5-BLK ● M5 M5 20 15 17 6 500 V 150 DaN 60 DaN 600 DaN 5 Nm 400 1.05 kg

DB20/PM6 ● M6 M6 20 15 17 6 500 V 150 DaN 60 DaN 600 DaN 8 Nm 400 1.05 kg

DB20/PM6-BLK ● M6 M6 20 15 17 6 500 V 150 DaN 60 DaN 600 DaN 8 Nm 400 1.05 kg

DB25/PM5 ● M5 M5 25.2 15 19 7 600 V 300 DaN 180 DaN 2100 DaN 6 Nm 250 3.50 kg

DB25/PM5-BLK ● M5 M5 25.2 15 19 7 600 V 300 DaN 180 DaN 2100 DaN 6 Nm 250 3.50 kg

DB25/PM6 ● M6 M6 25.2 15 19 7 600 V 300 DaN 180 DaN 2100 DaN 8 Nm 250 3.50 kg

DB25/PM6-BLK ● M6 M6 25.2 15 19 7 600 V 300 DaN 180 DaN 2100 DaN 8 Nm 250 3.50 kg

TT Tigthening torque / Couple de serrage / Koppel moment

CS Compressive stress / Force compression / Draagkracht

FR Flexion resistance / Résistance à la flexion / Buigweerstand

TS Tensile Strength / Résistance à la traction / Trekweerstand

SV Service Voltage / Tension de service / Dienstspanning

1AM (BOT) 2AM (TOP+BOT)
1 male rod 
on bottom side

2 male rods 
on top and bottom
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Article Color F1 F2 H D1 D2 E Service 
Voltage

Tensile 
stress

Flexion 
resis.

Compres. 
stress

Tight. 
torque

DB30/PM6 ● M6 M6 30 26 30 8 600 V 500 DaN 250 DaN 4400 DaN 12 Nm 80 3.40 kg

DB30/PM6-BLK ● M6 M6 30 26 30 8 600 V 500 DaN 250 DaN 4400 DaN 12 Nm 80 3.40 kg

DB30/PM8 ● M8 M8 30 26 30 8 600 V 500 DaN 250 DaN 4400 DaN 16 Nm 80 3.40 kg

DB30/PM8-BLK ● M8 M8 30 26 30 8 600 V 500 DaN 250 DaN 4400 DaN 16 Nm 80 3.40 kg

DB34/PM6 ● M6 M6 35 28 32 10 1000 V 800 DaN 450 DaN 6500 DaN 12 Nm 64 4.85 kg

DB34/PM8 ● M8 M8 35 28 32 10 1000 V 800 DaN 450 DaN 6500 DaN 18 Nm 64 4.85 kg

DB34/PM10 ● M10 M10 35 28 32 10 1000 V 800 DaN 450 DaN 6500 DaN 24 Nm 64 4.85 kg

DB35/PM6 ● M6 M6 35.5 35 41 10 1000 V 1100 DaN 800 DaN 8000 DaN 12 Nm 36 3.70 kg

DB35/PM8 ● M8 M8 35.5 35 41 10 1000 V 1100 DaN 800 DaN 8000 DaN 20 Nm 36 3.70 kg

DB35/PM10 ● M10 M10 35.5 35 41 10 1000 V 1100 DaN 800 DaN 8000 DaN 26 Nm 36 3.70 kg

DB40/PM6 ● M6 M6 40 40 46 13 1000 V 1100 DaN 800 DaN 8300 DaN 10 Nm 24 3.60 kg

DB40/PM8 ● M8 M8 40 40 46 13 1000 V 1100 DaN 800 DaN 8300 DaN 20 Nm 24 3.60 kg

DB40/PM10 ● M10 M10 40 40 46 12 1000 V 1100 DaN 800 DaN 8300 DaN 24 Nm 24 3.60 kg

DB40/PM12 ● M12 M12 40 40 46 12 1000 V 1100 DaN 800 DaN 8300 DaN 36 Nm 24 3.60 kg

DB45/PM6 ● M6 M6 45 35 41 12 1500 V 1200 DaN 800 DaN 8000 DaN 14 Nm 27 3.45 kg

DB45/PM8 ● M8 M8 45 35 41 12 1500 V 1200 DaN 800 DaN 8000 DaN 22 Nm 27 3.45 kg

DB45/PM10 ● M10 M10 45 35 41 12 1500 V 1200 DaN 800 DaN 8000 DaN 28 Nm 27 3.45 kg

DB45/PM12 ● M12 M12 45 35 41 12 1500 V 1200 DaN 800 DaN 8000 DaN 36 Nm 27 3.45 kg

DB50/PM6 ● M6 M6 51 29 36 12 2000 V 850 DaN 450 DaN 6800 DaN 10 Nm 36 4.00 kg

DB50/PM8 ● M8 M8 51 29 36 12 2000 V 850 DaN 450 DaN 6800 DaN 22 Nm 36 4.00 kg

DB50/PM10 ● M10 M10 51 29 36 13 2000 V 850 DaN 450 DaN 6800 DaN 26 Nm 36 4.00 kg

DB50/PM12 ● M12 M12 51 29 36 12 2000 V 850 DaN 450 DaN 6800 DaN 36 Nm 36 4.00 kg

DB60PM8 ● M8 M8 60 46 55 14 2000 V 1500 DaN 800 DaN 8000 DaN 22 Nm 12 3.20 kg

DB60PM10 ● M10 M10 60 46 55 16 2000 V 1500 DaN 800 DaN 8000 DaN 26 Nm 12 3.20 kg

DB60PM12 ● M12 M12 60 46 55 17 2000 V 1500 DaN 800 DaN 8000 DaN 36 Nm 12 3.20 kg

DB65/PM6 ● M6 M6 63.5 35 41 17 3000 V 1500 DaN 700 DaN 8300 DaN 12 Nm 22 4.00 kg

DB65/PM8 ● M8 M8 63.5 35 41 16 3000 V 1500 DaN 700 DaN 8300 DaN 22 Nm 22 4.00 kg

DB65/PM10 ● M10 M10 63.5 35 41 16 3000 V 1500 DaN 700 DaN 8300 DaN 26 Nm 22 4.00 kg

DB65/PM12 ● M12 M12 63.5 35 41 17 3000 V 1500 DaN 700 DaN 8300 DaN 36 Nm 22 4.00 kg

DB70/PM10 ● M10 M10 70 52 65 16 4000 V 2450 DaN 950 DaN 16600 DaN 26 Nm 8 3.00 kg

DB70/PM12 ● M12 M12 70 52 65 16 4000 V 2450 DaN 950 DaN 16600 DaN 36 Nm 8 3.00 kg

DB70/PM16 ● M16 M16 70 52 65 23 4000 V 2450 DaN 950 DaN 16600 DaN 50 Nm 8 3.00 kg

DB75/PM8 ● M8 M8 76 36 50 17 5000 V 2300 DaN 900 DaN 10000 DaN 22 Nm 12 3.00 kg

DB75/PM10 ● M10 M10 76 36 50 16 5000 V 2300 DaN 900 DaN 10000 DaN 26 Nm 12 3.00 kg

DB75/PM12 ● M12 M12 76 36 50 17 5000 V 2300 DaN 900 DaN 10000 DaN 36 Nm 12 3.00 kg

DB750/PM8 ● M8 M8 75 52 65 19 5000 V 2800 DaN 1500 DaN 15000 DaN 22 Nm 8 3.60 kg

DB750/PM10 ● M10 M10 75 52 65 20 5000 V 2800 DaN 1500 DaN 15000 DaN 26 Nm 8 3.60 kg

DB750/PM12 ● M12 M12 75 52 65 20 5000 V 2800 DaN 1500 DaN 15000 DaN 36 Nm 8 3.60 kg

DB750/PM16 ● M16 M16 75 52 65 21 5000 V 2800 DaN 1500 DaN 15000 DaN 50 Nm 8 3.60 kg

DB100/PM10 ● M10 M10 101 52 65 20 8000 V 2950 DaN 1550 DaN 16700 DaN 26 Nm 4 2.30 kg

DB100/PM12 ● M12 M12 101 52 65 19 8000 V 2950 DaN 1550 DaN 16700 DaN 36 Nm 4 2.30 kg

DB100/PM16 ● M16 M16 101 52 65 23 8000 V 2950 DaN 1550 DaN 16700 DaN 50 Nm 4 2.30 kg

TT Tigthening torque / Couple de serrage / Koppel moment

CS Compressive stress / Force compression / Draagkracht

FR Flexion resistance / Résistance à la flexion / Buigweerstand

TS Tensile Strength / Résistance à la traction / Trekweerstand

SV Service Voltage / Tension de service / Dienstspanning


