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Ceramic insulator high voltage feed-through terminal 
Isolateurs de traversée céramique 
Keramische doorvoerisolatoren

Material : C-120 
          

Ref. a b c d1 d2 d3 d4 d5 d6 d7 d8 d9 h1 h2 h3 r1 r2 r3

mm mm mm mm mm mm mm mm mm mm mm

1/3/200 17,5 ±1 5 ±0,6 18 50 ±3 38 41 32 24 ±1,5 26 62 ±3 70 ±3 11,5 ±1 5 1 8 2 1,5 4

1/3/400 26 ±1,5 6,5 ±0,6 20 60 ±3 48 51 42 34 ±1,5 36 74 ±3 82 ±3 18 ±1,5 5 1 8 2 2 5

1/6/200 17,5 ±1 5 ±0,6 20 60 ±3 42 48 32 24 ±1,5 27 74 ±3 82 ±3 11,5 ±1 6 2 10 2,5 1,5 5

1/6/400 26 ±1,5 6,5 ±0,6 25 70 ±3 52 58 42 34 ±1,5 37 86 ±3 95 ±4 18 ±1,5 6 2 10 2,5 2 6

Ref. 1 2 M Weight
kV kV kg

1/3/200 3 15 M8 or M10 0,29
1/3/400 3 15 M12 or M16 0,38
1/6/200 6 24,3 M8 or M10 0,55
1/6/400 6 24,3 M12 or M16 0,70

(1)
Nominal Voltage (Un) - 50 Hz
Tension Nominale (Un) - 50 Hz
Nominale spanning (Un) - 50 Hz

(2)
Rated Power Frequency Withstand Voltage, dry (50 Hz, 1 min)
Tension de tenue assignée à fréquence industrielle, à sec (50 Hz, 1 min)
Toegekende overspanning bij industriele frekwentie, droog (50 Hz, 1 min)

1) The rated voltage may be exceeded by 10%, unless in special cases 
the relevant provisions set different values
2) For other areas of application test voltage in accordance with the 
relevant provisions
Material: Ceramic insulating
Finish: Brown glazed, internal unglazed surfaces


